
MST PRO-BALL MST

Recommended Applications:

MST PRO-BALL is an outstanding choice for baseball and softball applications.

MST PRO-BALL SPECS

Blend of U.V. resistant slit film fibers and 
texturized fibers

Double Layer Thiobac, black, U.V. stabilized, 8.0 
oz/yd2; Layer 1 - 100% PP, Layer 2 PET/PP blend

Polyurethane coating with drainage holes

≥ 9 lbs

1.25" -1.75"

46 - 58 oz/yd2

13.2 gal/yd2/min (unfilled)

FIBER

PRIMARY BACKING

SECONDARY BACKING 

TUFT BIND

FIBER HEIGHT 

FIBER WEIGHT 

WATER PERMEABILITY

Rows of durable slit film fibers interspersed with our proprietary 
blend of texturized ("curly") fibers.  
 
Baseball and softball players will appreciate the limited infill splash generated from ball bounce 
with our MST PRO-BALL turf system.   In addition, our proprietary blend enables us to 
customize the installed system to meet the desired speed/firmness of our customers. 

BLEND OF  DIAMOND 
SHAPED MONOFIOAMENT 
AND SLIT-FILM FIBERS 
ATTCHED TO/THROUGH 
BACKING AS A TRUE 
"COMBINED BUNDLE" OF 
MONOFILAMENT AND SLIT-
FILM FIBERS

100% MADE IN THE USA




